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The information, recommendations and opinions set forth herein are offered solely for your consideration, inquiry and verification and are not, in part or total to be construed as constituting a warranty or 
representation for which we assume legal responsibility. Nothing contained herein is to be interpreted as authorization to practice a patented invention without a license. All rights reserved. 
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Insulcon B.V.- The Netherlands - Tel: +31 (0) 167 565750 
Insulcon GmbH -  Germany -  Tel: +49 (0) 2131 408548-0 
Insulcon N.V. - Belgium -  Tel: +32 (0) 3 711 02 78 
Insulcon Projects S.A. - Switzerland - Tel: +41 (0) 91911739-0  

  
 

 
 

www.insulcon.com 
 

Form: A7-010 
Effective: 14072022/ES/ka   
Supersedes:28022022/WJ/ka    
All rights Reserved  
LD: K211014  

 
                                     

                        

 

 
 
Weight per unit area  Value   Tolerance Test Method 
Loomstate product                       app. 1100 g/m²  +/- 5%   DIN EN 12127 
Product product                app. 1120 g/m²  +/- 5%   DIN EN 12127 
 
Coating/ Finishing/ Lamination 
Type:    Dip finish   
 
Width:    920,00   mm  +/- 1%  DIN EN 1773 
 
Thickness:   app. 1,05 mm  +/- 5%  DIN EN ISO 5084 
 
Weave:    Sateen 1/7-5     ISO 9354 
 
Construction 
Thread count warp:  19,00 Fd/cm  +/- 3%  EN 1049-2 
Material warp:   Silica-Glass  
 
Filament diameter warp: 6 and 9 µm 
Max. tensile strength:  min. 500 N/cm    EN ISO 13934-1 
 
Thread count warp:  11,00 Fd/cm  +/- 3%  EN 1049-2 
Material warp:   Silica-Glass  
 
Filament diameter warp: 6 and 9 µm 
Max. tensile strength:  min. 200 N/cm    EN ISO 13934-1 
 
Temperature resistance 
Base fabric:   1000°C 
Finishing    700 °C  
 
 
Remarks:  
Pre-shrunk Silica-glass  
SiO2 content >94% 
Shrinkage about 10% 
Inorganic non-slip finish 
Improved abrasion and cut resistance  
Can be soft or rigid 
Superior temperature resistance (only with E-glass as base fabric)  
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